
 

High protection degree recessed
luminaires

Generated on: 07-17-2025 12:50 am

NAPO (Model)
 

TECHNICAL INFORMATION IES Files
 

Watt 3W – 4W 

Luminaire Up to 250lm  

CCT 2700K – RGB 

CRI >80 

Wiring   

LED life time > 60000h - L80 - B20 (Ta 25°C) 

Color White - 11  /  Grey - 16  /  Aluminium - 21 

 

DESCRIPTION 

VERSIONS (Click on below link to configure your product) 

with trim

Size:

Ø 2" 3/4

2" 7/16
 

OPTICS 

 

See accessories in the next page

Arcluce North America Inc. 333 Bush Street - San Francisco, CA 94104 - Email: lds@arcluce.it - export4@arcluce.it arcluce-us.com

https://www.arcluce-us.com/model/NAPO/22/958
https://www.arcluce-us.com/download/NAPO/IESfiles/22/958
https://www.arcluce-us.com/group/withtrim/22/958/3451#products
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IP68 LINEAR JOINT - 2 WAYS - 2 POLES.

Arcluce Code 1099408X
Code Ref.  

TECHNICAL INFORMATION

Weight 0.07 lb 

 

  

JUNCTION BOX IP68 - 4 WAYS - 2/3 POLES.

Arcluce Code 1099259X
Code Ref.  

TECHNICAL INFORMATION

Weight 0.11 lb 

 

  

JUNCTION BOX IP68 - 4 WAYS - 4/5 POLES.

Arcluce Code 1099407X
Code Ref.  

TECHNICAL INFORMATION

Weight 0.18 lb 
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